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１．研究の目的 
これまで，風環境評価のための最大瞬間風速は，平均風速にガストファクターを乗じること

により推定されてきたが，この方法では建物周辺気流のような複雑な流れ場では最大瞬間風速
の推定精度が低下する可能性がある。一方，近年，風洞実験では Surface wind sensor（SWS），
数値解析では Large-eddy simulation（LES）のような変動風速の同時多点予測が可能な手法に関
する検討が行われており，今後，これらの技術による最大瞬間風速予測の高精度化が期待され
る。本研究では，剥離流，吹き下ろし，逆流などを含む建物周辺気流に対する SWS，LES の適
用性について検討した。 

 
２．研究の方法 
本研究では，まず，ダイナミックステレオ PIV を用いた建物周辺気流の平均風速，変動風速

標準偏差，最大瞬間風速に関する風洞実験データベースを整備した。また，建物周辺気流に関
する SWS 実験，LES 解析を行い，その結果をダイナミックステレオ PIV の風洞実験データベ
ースと比較検証した。 

 
３．研究成果 

SWS は，建物風上の吹き下ろし域で平均風速，変動風速標準偏差，最大瞬間風速を過大評価
する傾向があるが，特に風環境評価で重要な建物側方の強風域（剥離域）の平均風速，変動風
速標準偏差，最大瞬間風速は精度良く測定できることを示した。LES は建物風上の吹き下ろし
域も含め，平均風速，変動風速標準偏差，最大瞬間風速を精度良く予測できることを示した。 
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In this study, we conducted the time-resolved stereo PIV measurement of airflow around the building 
model block and created the wind tunnel experiment database. We also conducted the surface wind 
sensor (SWS) measurement and large-eddy simulation (LES) of airflow around the building model block 
and compared the results of them with the wind tunnel experiment database (time-resolved stereo PIV 
measurement) to investigate the accuracy of SWS and LES. 

Although SWS tended to overestimate the wind speed at the windward area of the building model 
block, it was indicated that SWS can measure the mean wind speed, standard deviation of fluctuating 
wind speed and maximum instantaneous wind speed at the side area of the building model block 
accurately. It was also revealed that LES can simulate the mean wind speed, standard deviation of 
fluctuating wind speed and maximum instantaneous wind speed around the building model block 
accurately. 


